POWER SUPPLY 



t t 



BATTERY 



THRESHOLD 
VALUE 
SETTING 
SECTION 

% 



BATTERY 
MONITORING 
SECTION 



THRESHOLD 
VALUE 



LUMINANCE 
LEVEL 



DISPLAY 
DETECTION 



COMPARISON 
SECTION 



OUTPUT 



Fig. 1 



CONSUMED 
CURRENT 




Fig. 2 



LUMINANCE 
LEVEL 



BLOCK 
A 


BLOCK 
B 


BLOCK 
C 


LUMINANCE 
LEVEL 


CONSUMED 
CURRENT 


THRESHOLD 
VALUE 


ON 


ON 


ON 


LI 


i a 


Vtha 


ON 


ON 


OFF 


L2 


i b 


Vthb 


ON 


OFF 


OFF 


L3 


i c 


Vthc 















Fig. 3 



10 



16 



12 




18 

A. 

A/D 



.20 



26 

A. 



CPU 



22 



ORGANIC 

EL 
DISPLAY 



14' 




CCD 
CAMERA 



24 



VRAM 



DIGITAL CAMERA 



Fig. 4 



CONSUMED 
CURRENT 



14 



i3 



i 2 



i 1 



LI 



L2 



L3 



L4 



MAX 



LUIMINANCE 
LEVEL 



Fig. 5 



(a) VRAM X XX XX X " 

(b) DISPLAY < ^ PO PI ^ P2 ^ - 

W) raS™v -/ VthoN/ Vthi \^ Vth2 V - 



Fig.6 



